No. 8 AWG copper
bond wire.

Y, flexible
metallic conduit

1%4" U bolt ground
clamps (Typ. both sides

of expansion sleeve).

Cross pipe fitting
Galvanized steel (See detail below).

bushing 2.875" 0.D.

1.66" 0.D. +to 1.66" 0.D. ¥," non-metallic conduit to be
Spring loaded pipe installed fixture to fixture.
2.875" 0.0. expansion
pipe. type sleeve. ¥a" non-metallic
conduit to be installed ~ To next
Pipe "T* type fixture to fixture. HT _FIX Fixture
fitting | Reinforcing access fitting.
bar "
: e:: / = nLIGHT FIXTURE ’/—2,375 0.D. pipe
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Z3/4“ galvanized rigid steel condult
;g rv;:r;gggdswpi;jrl: ';(\)/E *C;pned"?:ofnha" Connect grounding electrode j
pipe post to pull box to pipe post and ground rod
: by exothermic weld.
No. 8 AWG grounding
electrode conductor.
APPROACH SLAB TO FENCE Ground rod MOUNTING DETAIL
CONDUIT CONNECTION CONDUIT CROSSING OF BRIDGE
EXPANSION JOINT ¥4" non-metallic condult to
. . . be installed between each 2.875" 0.D
¥, flexible conduit fixture. See T.S. 14-1 for g.alvaniz'et':i pipe
and "T" type access Fixt conduit to fixture details. :
fitting. y IXTure
"T" type 4" flexible metallic conduit "T" type R
access fitting. with necessary fittings. access Sleeve with
fitting. set screws.
2.875" 0.D. Raili 1.66" 0.D.
fence pipe. ailing galvanized
pipe.
Opening for flexible\\ A N\ \ | _ gy =gl =
conduit See next )
detai,. N @ F———T| IVTTo= \ S e——} ) — — —
/—3/4' flexible metallic 2875 0. 66 0.
conduit. . to 1.
Gap_be‘rween the galvanized steel bushing
Gasket to make ¥," locknut 1.66" 0.D. galvanized (reducer).
Tr Ya" pipe fitting. conduit opening fence railing and the
watertight. lumingire house shall
I/

. . NOTES not be more fhan /g'. — Use ETOXX electrode for galvanized
¥," steel conduit Vg welding all around bushing and pipe
to number 5 pull box l. Install ¥" flexible conduit and coupling 2.875" 0.D. to 1.66" 0.D. for a water-proofed connection.

into access fitting. MOUNTING DETAIL galvanized steel Paint weld with 500-107 number 4
4 | 2. All connections shall be watertight. bushing I(reducer). (zinc) paint.

3. Exposed flexible conduit shall be securely
fastened to the fence fabric to help
prevent it from being pulled down by
vandals.

FLEXIBLE CONDUIT TO ACCESS FITTING
CONNECTION DETAIL

CROSS PIPE FITTING DETAIL
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